
SP7015 TRX Series Specifications

Due to continuous design improvements, please consult DJB Machinery prior to ordering.

Specification Detail

Engine option 1 74 hp (55.2 kW) turbocharged 4-cylinder Kohler
diesel, Tier 4

Engine option 2 74 hp (55.2 kW) turbocharged 4-cylinder Kubota
diesel, Tier 4

Cutter depth below ground 381 mm (HD = 457 mm)

Cutter height above ground 1,092 mm (HD = 1,219 mm)

Cutter head swing 1,778 mm arc (HD = 1,829 mm arc)

Number of teeth on cutter wheel 48 or 44 razor wheel / 32 standard wheel

Type of cutter teeth Hard micro-structure carbide

Chip containment volume 1.08 m³

Cutter wheel diameter with teeth 711 mm

Cutter wheel thickness 38 mm

Jack shaft bearings 43 mm

Cutter wheel bearings 51 mm

Fuel tank capacity 36.3 litres (HD = 68.1 litres)

Hydraulic capacity 34.1 litres (HD = 56.8 litres)

Track dimension 241 mm x 1,473 mm long

Ground pressure 0.37 bar

Machine width 889 mm track width retracted, 1,219 mm track
width extended

Machine height 1,867 mm

Machine length 3,302 mm (HD = 3,835 mm)

Total weight 2,640 kg (HD = 2,903 kg)
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